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Time for change

A new era

The Smart series
Stepper motor-driven diaphragm dosing pumps 5 — 20 I/h up to 15 bar

The All-Rounder series
Solenoid-diaphragm dosing pumps 0.5 — 15 I/h up to 16 bar

The Revolutionary series
Motor-driven diaphragm dosing pumps 4 — 1020 I/h up to 16 bar

The Robust series
Motor-driven diaphragm dosing pumps 310 — 8000 I/h up to 10 bar

The Strong series
Piston dosing pumps 0.1 — 4100 I/h up to 400 bar

The Flexible series
Peristaltic pumps 7 — 9000 mi/h up to 2 bar

The Optional series
Extension options for dosing pumps



The subtle difference

Operation - Visualisation - Programming
A user interface for all new dosing pumps

* 100% user-friendly

e |ntuitive operation via multifunction keys

e Clear menu structure

e Multi-language graphic display with a high contrast

Well thought-out down to the smallest detail
Material consistency from the suction line to the injection nozzle

“ N

/ \\ e Available in all standard materials
F 4_ h Q‘ * Makes operation easier
& ¢ Increases operating safety

{Modbus - Networked with progress
The future of industrial communication - the Industrial Ethernet

':WO dbus e Industrial Ethernet via MODBUS-TCP
e e Expensive special equipment is no longer needed

e Easy identification of devices through
adjustable IP address

¢ Remote control and diagnosis of the pump is
available via the controller (TOPAX DX), PLC and
microcontroller

¢ Enables optimum system automation



MEMDOS SMART - the trend steppers

Intelligent

Flexible

e Smart Drive - microprocessor controlled drive

e Smart Stop - predefined diaphragm start position
e Diaphragm replacement programme

¢ Multi-language graphic display with a high contrast
e Externally controllable

e Operation via multifunction keys

e Innovative calibration function

e Integrated webserver

¢ Event log

e Safety function through password protection

¢ Integrated dosing head ventilation

Economical

e Slow Motion mode - delivery of highly viscous media

e Wide-range power supply unit - can be used
worldwide

e Delivery units selectable

e A wide variety of applications

¢ Rotating dosing head

e Compact design

e Wall and floor mounting possible

e Suitable for tank and water meter installation
¢ Connection set supplied

e Protection class IP65

Expandable

e Precise stepper motor drive

e Low-pulsation dosing

e Maintenance-free drive

e Process reliability

e Standard thread connections

e Material consistency with the accessories

e Bus connection via the Industrial

Ethernet #odbus

e Suction lines

e |njection nozzles

e Pentabloc

e And many more accessories



Stepper motor-driven diaphragm dosing pumps

Capacity range 5 — 19.2 I/h, up to 15 bar
MEMDOS SMART LB

#Modbus

MEMDOS SMART LP

Compact and precise - these are key features of the stepper
motor-driven diaphragm dosing pump MEMDOS SMART LB
with its innovative drive concept. Equipped with protection
class IP65, it is ideal for use in adverse conditions.

Functions

e Qutput range from 5—19.2 I/h, up to 15 bar

e Power supply unit 110 — 240V, 50/60 Hz, IP65, 25 W

e Microprocessor controlled drive

e Integrated dosing head venting facility
(only MEMDOS SMART LB 5 and LB 10 with dosing head
made of plastic)

e Suitable for wall and floor mounting
e Material finishes PVC, PP, PVDF and stainless steel
e Infinitely variable stroke frequency from 0 — 100 %
e Release input for external start/stop

The stepper motor-driven diaphragm dosing pump
MEMDOS SMART LP provides a wide variety of attractive solu-
tions for demanding dosing tasks. With its innovative drive, the
dosing pump can carry out suction and discharge strokes at
different speeds and is unbeatable in terms of its flexibility.

Functions

e Qutput range from 5—19.2 I/h, up to 15 bar

e Power supply unit 110 — 240V, 50/60 Hz, IP65, 25 W

e Microprocessor controlled drive

e Integrated dosing head venting facility
(only MEMDOS SMART LP 5 and LP 10 with dosing head
made of plastic)

e Suitable for wall and floor mounting

e Material finishes PVC, PP, PVDF and stainless steel

e Stroke frequency can be precisely adjusted via the keyboard

e Graphic display with multi-language menu

e Analogue input and pulse input (increase and reduction)

e | evel input with early warning and main alarm

¢ Release input for external start/stop

e Supply amount displayed in various units

e Maximum delivery rate can be limited

¢ Diaphragm replacement programme

e 2 Slow Motion modes for dosing viscous media

e Stroke feedback output

e Alarm relay output

e Batch dosing with interval and timer functions

e Dosing control input

e Diaphragm failure input for leak monitoring

e Ethernet interface (optional)



MAGDOS

Intelligent

Flexible

e Multi-language graphic display with a high contrast
e Externally controllable

e Operation via multifunction keys

e |Innovative calibration function

e Integrated webserver

e Event log

o Safety function through password protection

e Integrated dosing head ventilation

Economical

¢ Wide-range power supply unit - can be used
worldwide

e Delivery units selectable

e A wide variety of applications

¢ Rotating dosing head

e Compact design

e Wall and floor mounting possible

e Suitable for tank and water meter installation
e Connection set supplied

e Protection class IP65

Expandable

e Energy-saving "Eco-mode" is available

e Maintenance-free drive

e Process reliability

e Standard thread connections

¢ Material consistency with the accessories

e Bus connection via the Industrial
Ethernet #Modbus

e Wide range of versions

e Suction lines

e |njection nozzles

e Pulsation dampener

e Pentabloc

e And many more accessories



Solenoid-diaphragm dosing pumps

Capacity range 0.5 - 15 I/h, up to 16 bar

MAGDOS LB

MAGDOS LD

As a plug & play dosing pump with a wide-range power supply
unit, it is ready for an immediate and world-wide application
without any restriction. For the first time, a new calibration
functionality for the adjustment of the capacity by the user is
applied.

Functions

e Qutput range from 0.5 — 15 I/h, up to 16 bar

e |ong-range power supply unit 110 — 240V, 50/60 Hz, IP65
¢ Dosing head ventilation

e Suitable for wall and floor mounting

e Material finishes PVC, PP, PVDF

e [nfinitely variable dosing rate from 0 — 100 %

Versatile for reliable and accurate dosing. The solenoid-driven
diaphragm dosing MAGDOS LD can be controlled manually or
externally.

Functions
e Qutput range from 0.5 — 15 I/h, up to 16 bar

e Power supply 230V =10 %, 50/60 Hz, IP65
or 115V = 10 %, 50/60 Hz

¢ Dosing head ventilation

e Suitable for wall and floor mounting

e Material finishes PVC, PP, PVDF

e Stroke frequency can be precisely adjusted via the keyboard
e Graphic display

e Pulse input (increase and reduction)

e Level input with early warning and main alarm

e Release input for external start/stop

e (Calculation wizard for pulse operation available online



The All-rounder series

Capacity range 0.5 - 15 I/h, up to 16 bar
MAGDOS LK

#Modbus

MAGDOS LP

A wide variety of functions and convenient solutions — the so-
lenoid-diaphragm dosing pump MAGDOS LK offers all of this.
With its intuitive and easy operation the MAGDOS LK is setting
new standards in its class.

Functions
e Qutput range from 0.5 — 15 I/h, up to 16 bar
e Power supply 230V =10 %, 50/60 Hz, IP65
or 115V + 10 %, 50/60 Hz
¢ Dosing head ventilation (plastic version)
e Suitable for wall and floor mounting
e Material finishes PVC, PP, PVDF and stainless steel
e Stroke frequency can be precisely adjusted via the keyboard
¢ Graphic display with multi-language menu
e Pulse input (increase and reduction)
e | evel input with early warning and main alarm
e Release input for external start/stop
e Supply amount displayed in various units
e Maximum delivery rate can be limited
e Energy-saving “Eco-mode” is available
e Stroke feedback output

The solenoid-diaphragm dosing pump MAGDOS LP stands for
dosing without compromises for the highest demands. The
right individual solution for every application. The MAGDOS
LP-Net version also offers an Ethernet interface and therefore
makes it network-compatible.

Functions

e Qutput range from 0.5 — 15 I/h, up to 16 bar

e Long-range power supply unit 110 — 240V, 50/60 Hz, IP65
e Dosing head ventilation (plastic version)

e Suitable for wall and floor mounting

e Material finishes PVC, PP, PVDF and stainless steel

o Stroke frequency can be adjusted via the keyboard

e Graphic display with multi-language menu

e Analogue input and pulse input (increase and reduction)
e Level input with early warning and main alarm

¢ Release input

e Supply amount displayed in various units

e Energy-saving “Eco-mode” is available

e Stroke feedback output

e Baich dosing with interval and timer functions

e Dosing control input

e Alarm relay output

e Diaphragm failure input for leak monitoring

e Ethernet interface (optional)



Solenoid-diaphragm dosing pumps

Capacity range 20 — 115 I/h, up to 10 bar

MAGDOS DE

MAGDOS DX

The MAGDOS DE solenoid-diaphragm dosing pump in the high-
est capacity range is used in many branches of industry that
work with liquid chemicals - not excluding toxic and aggressive
media. Controlled by a microprocessor, it offers a high degree
of flexibility.

Functions
e Capacity range 20 — 115 I/h, up to 10 bar
e Suitable for toxic and aggressive media
e Adjustable stroke length 20 — 100 %
e Adjustable stroke frequency 0 — 70 /min.
e Switchable to external pulse control
(e.g. water meter) up to 70 strokes/min.
e Connection for level monitoring with early warning alarm
e Fault signalling relay and/or digital display (optional)
e All types are available for German standard
DVGW-DIN 19635

e 15V CSA proofed model

The microprocessor-controlled MAGDOS DX plays an important
role in the reliable and accurate dosing of liquids in process
sequences. Equipped with powerful stroke solenoids, it is avail-
able for many applications.

Functions

e Capacity range 20 — 115 I/h, up to 10 bar
e Suitable for toxic and aggressive media
e Adjustable stroke length 20 — 100 %

e Adjustable stroke frequency 0 — 70 /min.

e Switchable to external pulse control
(e.g. water meter) up to 70 strokes/min.

¢ Pulse increase/reduction to a ratio of 1, 2, 4, 8, 16, 32, 64,
changeover to external control through 0/4 — 20 mA
e Connection for level monitoring with early warning alarm
e Fault signalling relay and/or digital display (optional)
e All types are available for German standard
DVGW-DIN 19635

e 15V CSA proofed model



MEMDOS - "all-in-one", the new drive system

Intelligent

Flexible

¢ Speed-controlled motor without an external
converter

e Multi-language 2” graphic display with
a high contrast
e Externally controllable
e Operation via multifunction keys
e Innovative calibration function
e |ntegrated webserver
e Event log
e Safety function through password protection

Economical

e Maintenance-free motor

e Stand-alone mode - without a frequency converter
e Delivery units selectable

e A wide variety of applications

¢ Fanless

e Compact design

e Protection class IP55

Expandable

e EC motor with efficiency higher than 90%

e ATEX versions are available for zones 1 and 2
¢ Process reliability

e Standard thread connections

¢ Material consistency with the accessories

e Bus connection via the Industrial

Ethernet #Modbus

e Suction lines

e Injection nozzles

e Pulsation dampener

e Pentabloc

e And many more accessories



Motor-driven diaphragm dosing pumps

Capacity range 4 — 1020 I/h, up to 16 bar
MEMDOS LB
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MEMDOS LP

The motor-driven diaphragm dosing pump MEMDOS LB stands
for robust quality and reliable dosing results. A selection of
different motors for explosive risk zones rounds off the range.

Functions

e Qutput range from 4 — 1020 I/h, up to 16 bar

e Power supply 115V,230V or 400V

e Material finishes PVC, PP, PVDF and stainless steel

e Infinitely variable stroke frequency from 0 — 100 %

e Avariety of three-phase and alternating current motors
e ATEX versions are available for Zones 1 and 2

e Also suitable for frequency converter operation

e Double-diaphragm system (optional)

e Automatic stroke length adjustment (optional)

The motor-driven diaphragm dosing pump MEMDOS LP
sets the standards in drive technology with its innova-
tive motor. Even today, the MEMDOS LP meets the de-
mands of the future and having cemented its place
in the highest energy efficiency class, the IE4. The
MEMDOS LP-Net version also offers an Ethernet interface.

Functions

e Qutput range from 4 — 1020 I/h, up to 16 bar

e Power supply 230V, + 5 %, 50/60 Hz

e Material finishes PVC, PP, PVDF and stainless steel
e Stroke frequency can be precisely adjusted via the keyboard
e Precise pump adjustment via the keyboard

e Graphic display with multi-language menu

e Analogue input 0/4 — 20 mA

e Pulse input (increase and reduction)

e Level input with early warning and main alarm

¢ Release input for external start/stop

e Supply amount displayed in various units

e Maximum delivery rate can be limited

e Stroke feedback output

e Batch dosing with interval and timer functions

e Dosing control input

e Alarm relay output

¢ Analogue output 0/4 — 20 mA

e Diaphragm rupture detection and reporting (optional)
e Double-diaphragm system (optional)

e Ethernet interface (optional)



The Robust series

MINIDOS - MIDIDOS - MEMDOS

Intelligent

Flexible

e | eak monitoring
¢ Frequency converter operation (optional)

Economical

¢ Wide variety of materials in plastic and stainless
steel

e Three-phase and alternating current drives
e ATEX versions are available for Zones 1 and 2

e Various dosing head sizes and materials
can be combined on one dosing pump

Expandable

e Compact design

e Material consistency

e Efficient drive motors

¢ Designed for continuous operation

¢ Double diaphragm system (optional)
e Electrical remote adjustment (optional)
e Stroke remote signalling (optional)



Motor-driven diaphragm dosing pumps

Capacity range 3 — 114 I/h, up to 10 bar
MINIDOS A

MIDIDOS E

The motor-driven diaphragm dosing pump MINIDOS A shows
its strengths with smaller dosing capacities. Robust, compact
and reliable even in “corrosive” environments thanks to a cor-
rosion-resistant plastic gear housing.

Functions

e Capacity range 3 — 39 I/h, up to 10 bar

e Manually adjustable stroke length from 0 — 100 %
e Materials: PVC, PP, PVDF and stainless steel

e Suitable for toxic and aggressive media

e Material consistency with the accessories

e Feet and gears made of chemical-resistant plastic

¢ Motors available in three-phase and alternating current
versions

The MIDIDOS E combines good dosing properties with a robust
design. It’s low noise and leak tightness are other features that
distinguish this dosing pump.

Functions

e Capacity range 24 — 114 I/h, up to 10 bar

e Easy to operate

e (Gear parts and bearings come with lifetime lubrication
e Manually adjustable stroke length from 0 — 100 %

e Suitable for toxic and aggressive media

e Materials: PVC, PP, PVDF and stainless steel

e Material consistency with the accessories

e Gears with a single-level worm-wheel gear ratio

e Three-phase and alternating current motors available



The Robust series

Capacity range 310 — 8000 I/h, up to 4 bar

MEMDOS GMR

MEMDOS ZGMR

The motor-driven diaphragm dosing pump MEMDOS GMR is
the right choice when you need a little bit more. Different drives
make the pump even more flexible. The hydraulically coupled
double diaphragm system provides greater safety.

Functions
e Capacity range 310 — 4000 I/h, up to 4 bar
e Material finishes PVC, PP, PVDF and stainless steel
e Drive with three-phase motors or
infinitely variable speed gears
e Suitable for frequency converter operation
e Double diaphragm system

A dual function is required here. The material and dosing head
size are freely selectable, thus extending the pump's areas of
use.

Functions
e Capacity range 620 — 8000 I/h, up to 4 bar
e Material finishes PVC, PP, PVDF and stainless steel

e Drive with three-phase motors or
infinitely variable speed gears

e Suitable for frequency converter operation
e Double diaphragm system



Motor-driven diaphragm dosing pumps

Capacity range 440 — 1980 I/h, up to 5 bar

MEMDOS ZMR plastic version

MEMDOS ZMR stainless steel version

Double the capacity in very little space. Regardless of whether
adual delivery capacity is required or two different media are to
be dosed. The motor-driven diaphragm dosing pump MEMDOS
ZMR meets every challenge.

Functions

e Capacity range 440 — 1980 I/h, up to 5 bar

e Plastic version PVC, PP and PVDF

e Suitable for frequency converter operation

e ATEX versions are available for Zones 1 and 2
¢ Double diaphragm system

e Manually or electrically adjustable stroke length from
0-100 %

Double the capacity in very little space. Regardless of whether
adual delivery capacity is required or two different media are to
be dosed. The motor-driven diaphragm dosing pump MEMDOS
ZMR meets every challenge.

Functions

e Capacity range 440 — 1980 I/h, up to 5 bar

e Stainless steel version

e Suitable for frequency converter operation

e ATEX versions are available for Zones 1 and 2
e Double diaphragm system

e Manually or electrically adjustable stroke length from
0-100 %



The Strong series

FEDOS - REKOS - KARDOS

Intelligent

Flexible

¢ Frequency converter operation (optional)

e Gan be variably controlled with integrated
motor control

Economical

¢ 1to 12 dosing heads can be combined in different
sizes and material finishes

e Manual capacity adjustment 0 — 100 %

¢ Dosing heads, individual or combined capacity
can be adjusted

Expandable

e Compact design
e Efficient drive motors
¢ Designed for continuous operation

e Electrical remote adjustment (optional)
e Stroke remote signalling (optional)



Piston dosing pumps

Capacity range 0.1 - 31 I/h, up to 100 bar
FEDOS E FEDOS DX

Particularly for dosing tasks with high backpressure. The dosing  The piston dosing pump FEDOS DX combines the advantages

capacity varies proportionally with the stroke length and can be  of the piston dosing pump FEDOS E with the advantages of a

set to the tiniest repeatable quantities. microprocessor-controlled dosing pump. The FEDOS DX pump
is integrated directly into the process.

Functions Functions

e Capacity range 0.1 — 31 I/h, up to 100 bar e Capacity range 0.1 — 31 I/h, up to 100 bar

e Material finish stainless steel e Material finish stainless steel

e ATEX versions are available for Zones 1 and 2 e Suitable for frequency converter operation

e Suitable for frequency converter operation e Easy pump adjustment via the keyboard

e Manually or electrically adjustable stroke length from e Manually adjustable stroke length from 0 — 100 %
0-100 % e External control via floating contacts with

increase and reduction
e External control with standard signal 0(4) — 20 mA
e 2-step level monitoring
e Fault signalling relay with changeover contact
e Easy adjustment of the pump via keys and the
display



The Strong series

Capacity range 9 — 1450 I/h, up to 200 bar

REKOS KR

REKOS ZKR

The piston dosing pump REKOS KR doses precisely even with
high back pressure.

Functions

e Capacity range 9 — 725 I/h, up to 200 bar

e Material finish stainless steel

e ATEX versions are available for Zones 1 and 2
e Suitable for frequency converter operation

e Manually or electrically adjustable stroke length from
0-100 %

The two-piston REKOS ZKR is particularly suitable for delivering
precise mixtures, where different media must be mixed at a
constant ratio which can be selected as desired.

Functions

e Capacity range 9 — 725 I/h per dosing head, up to 200 bar

e Material finish stainless steel

e ATEX versions are available for Zones 1 and 2

e Suitable for frequency converter operation

e Manually or electrically adjustable stroke length from
0-100 %

e 2 dosing heads can be combined in different sizes and
material finishes



Piston dosing pumps

Capacity range 9.9 — 465 I/h, up to 400 bar

KARDOS KN

KARDOS ZKN

The piston dosing pump KARDOS KN was specifically devel-
oped for users with high demands regarding accuracy, reliabil-
ity and flexibility in its potential uses.

Functions

e Capacity range 9.9 — 465 I/h, up to 400 bar

e Suitable for frequency converter operation

e Manually or electrically adjustable stroke length from
0-100 %

e Particularly smooth running thanks to the crank drive

e Designed for continuous use

The piston dosing pump KARDOS ZKN is designed in such a
way that it can be modularly extended. Up to 12 dosing heads -
4 dosing heads on one level in 3 stages one above the other.
Each dosing head can be adjusted 100% independently of one
another.

Functions

e Capacity range 9.9 — 465 I/h per dosing head,
up to 400 bar

e Stroke length for each dosing head is manually or
electrically adjustable from 0 — 100 %

e All dosing heads are adjusted together with frequency
controller operation



The Strong series

Piston dosing pumps 15 - 24600 I/h, up to 400 bar
KARDOS N KARDOS ZN

The piston dosing pump KARDOS N was specifically developed  The piston dosing pump KARDOS ZN is designed in such a
for users with high demands regarding accuracy, reliability and ~ way that it can be modularly extended. Up to 6 dosing heads -

flexibility for high dosing capacities. 2 dosing heads on one level in 3 stages one above the other.
Each dosing head can be adjusted 100 % independently of one
another.

Functions Functions

e Capacity range 15— 4100 I/h, up to 400 bar e Capacity range 15— 4100 I/h per dosing head, up to 400 bar

e Suitable for frequency converter operation e Stroke length for each dosing head is manually or

e Manually or electrically adjustable stroke length from electrically adjustable from 0 — 100 %

0-100 % e All dosing heads are adjusted together with frequency
e Particularly smooth running thanks to the crank drive controller operation

e Designed for continuous use
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The Flexible series

Peristaltic pumps 7 - 9000 mli/h, up to 2 bar

Flexible

Economical

e Various operating modes

¢ Rotor speed is maintained exactly at the set
value

o Different hose materials are available
¢ A wide variety of applications
¢ Can be installed in a control cabinet

EASYDOS Peristaltic

¢ Hose filling button for rapid filling
e | ow-pulsation dosing

e Level monitoring

¢ Hose failure detection

e External alarm output

e Easy hose replacement

EASYDOS Peristaltic V

The Lutz-Jesco peristaltic pump 2.8 I/h will win you over with
its easy installation. Several pumps can be installed side-by-
side on a profile rail with just a simple clip. Replacing the hose
is just as quick as installing the pump - without any tools what-
SOever.

Functions

e Capacity range 2.8 I/h, up to 1.5 bar
e Rotor with bearings on both sides

e Spring-loaded pressure rollers

e Hose replacement without tools

e |nstallation on a profile rail

e Drainage connection

The EASYDOS Peristaltic V is used where low-pulsation dosing
and low feed pressures are required.

Functions

e Capacity range 7 — 9000 mi/h, up to 2 bar
e Real speed control

e Various operating modes

e | evel monitoring

e Hose filling button

e Compact housing

21



The Optional series

Options for extending dosing pumps

Double diaphragm system

Electrical stroke adjustment ATE

Piston diaphragm system

Double diaphragm systems that are hy-
draulically coupled with glycerine can be
used to increase protection against leaks
with diaphragm failures due to wear and
as an option for monitoring diaphragm
failures. Available for all diaphragm dos-
ing pumps with a diaphragm diameter of
52 to 185.

For pump types:

e MAGDOS DE, DX

e MIDIDOS E

e MEMDOS LB, LP, ZMR

ATEX versions

Electrical stroke adjustment ATE with a
reversible servomotor. Dosing pumps can
be adjusted remotely with this additional
equipment and can therefore be used as
actuators in control loops.

For pump types:

e MEMDOS LB, ZMR

e FEDOS E

e REKOS KR & ZKR

e KARDOS KN & ZKN, N & ZN

Frequency converter

Piston dosing pumps can be equipped
with a piston diaphragm dosing head for
aggressive and abrasive media that need
to be conveyed under higher pressures
(from 16 bar). The PDS system combines
the leak tightness of the diaphragm dos-
ing pumps with the precision of the pis-
ton dosing pumps, thereby guaranteeing
reliable dosing.

For pump types:
e REKOS KR & ZKR
e KARDOS KN & ZKN

Separate fan

Dosing pumps can be equipped with
an explosion-proof motor for increased
safety in explosion-protected zones 1
and 2.

For pump types:

e MEMDOS LB, ZMR
e FEDOSE
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Frequency converter for controlled move-
ment for installation in a control cabinet.
Connections: Start/Stop, analogue input,
freely programmable digital inputs/out-
puts (3/1). Simple and rapid start-up.
Built-in motor overload protection Easy-
to-read LED display.

For pump types:

e MEMDOS LB, ZMR, GMR & ZGMR
e FEDOS E

e REKOS KR & ZKR

e KARDOS KN & ZKN, N & ZN

With speed-controlled motors, the cool-
ing effect of the integrated fan wheel re-
duces when the speed drops. A separate
fan with a constant speed is therefore
built in to ensure the required heat dis-
sipation. The size and cooling capacity
of the separate fans is adapted to the
motors.

For pump types:

e MEMDOS LB, ZMR, GMR & ZGMR
e FEDOSE

e REKOS KR & ZKR

e KARDOS KN & ZKN, N & ZN



Lutz-Jesco Service

Lutz-Jesco online tools
Fast results with online tools

Calculate the pressure loss in the dosing head or in the pipeline
online. Or take advantage of the versatile unit conversions for
the various international sizes for volume, pressure, length, etc.

e MAGDOS LD calculation wizard
e Suction line calculation

e Pressure peak calculation

e Pressure loss calculation

All information and results are based on rough calculations. The
results need to be checked. We assume no responsibility.

Lutz-Jesco App

Find out more about the new dosing pumps

Zoom into the smallest detail in the 3D view. Inform yourself
about the comprehensive range of accessories and spare parts
for dosing pumps.

View the product information for each version of dosing pump.

Convince yourself of the easy operation of the dosing pumps A—
with their menu simulation. Here, all parameters required for FAcTs & b
your applications can be easily set and that in 5 languages. STARESSIS

ACCESSORIES

e The Lutz-Jesco App for iPads is available
D YOI from the iTunes App Store.

All other information can be found at:
www.lutz-jesco.com

Lutz-Jesco Service
Always one idea ahead

As an IS0 9001 certified company, we leave nothing to chance.

We have made it our mission to ensure that our products con-
form to the highest technological standards.

Regular cleaning and servicing of your devices does not just
maintain the value of the system, but also provides protection
from unanticipated failures and saves you a great deal of time,
trouble and money.

As a manufacturer we offer you first-class service.
e |nstallation and installation support

e Commissioning and commissioning support
e Service and maintenance
¢ Troubleshooting

23



Jesce

Product range

Lutz-Jesco GmbH
P.0. Box 100164
D-30891 Wedemark
www.lutz-jesco.com

The Fluld Managers

Product range

Lutz Pumpen GmbH
P.0. Box 1462
D-97864 Wertheim
www.lutz-pumpen.de

Centrifugal pumps

!I 1 Measuring and control
w Barrel and container pumps Dosing pumps equipment
/ Flow meters Chlorinators Disinfection
Double diaphragm pumps Chemical centrifugal pumps Standard plus

TEERINCPOOK

Products for the disinfection of swimming pool
water based on salt water electrolysis and domestic
water technology

The Lutz-Jesco App for iPads is available from the iTunes App Store.
Further information can be found at www.lutz-jesco.com

Head Office
Lutz-Jesco GmbH
Am Bostelberge 19
30900 Wedemark
Germany

Tel.: +49 5130 5802-0
Fax: +49 5130 580268

E-mail: info@Iutz-jesco.com
Website: www.lutz-jesco.de

Great Britiain
Lutz-Jesco (GB) Ltd.
Gateway Estate

West Midlands Freeport
Birmingham B26 3QD
Great Britain

Tel.: +44 121 782 2662
Fax: +44 121 782 2680

Hungary
Lutz-Jesco Uzletag
Vasvari P. u. 9.
9024 Gyor

Hungary

Tel.: +36 96 523046
Fax: +36 96 523047

E-mail: info@Iutz-jesco.hu
Website: www.lutz-jesco.hu

USA

Lutz-JESCO America Corp.

55 Bermar Park
Rochester, N.Y. 14624
USA

Tel.: +1 585 426-0990
Fax: +1 585 426-4025

Austria
Lutz-Jesco GmbH
AredstraBe 7/2
2544 | eobersdorf
Austria

Tel.: +43 2256 62180
Fax: +43 2256 6218062

E-mail: info@Iutz-jesco.at
Website: www.lutz-jesco.at

East Asia

Lutz-Jesco East Asia Sdn Bhd

6 Jalan Saudagar U1/16

Hicom Glenmarie Industrial Park

40150 Shah Alam/ Selangor
Malaysia

Tel.: +603 55692322
Fax: +603 55691322

Netherlands

Lutz-Jesco Nederland B.V.
Nijverheidstraat 14 C

2984 AH Ridderkerk
Netherlands

Tel.: +31 180 499460
Fax: +31 180 497516

E-mail: info@lutz-jesco.nl
Website: www.lutz-jesco.nl

Middle East

Lutz-Jesco Middle East FZE
P.0. Box 9614

SAIF-Free Zone Center
Sharjah

UAE

Tel.: +971 6 5572205
Fax: +971 6 5572230
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